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CONGRATULATIONS! 

 

“YOU HAVE MADE AN EXCELLANT CHOICE IN SELECTING A ROLLMAXX  

ALUMINIUM PLANT TRAILER” 

Rollmaxx trailers, if used in accordance with these operating instructions, are built 

to give you many years of reliable service. 
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INSTRUCTIONS FOR USE - PLANT TRAILER 

 
 

Introduction 

 

Your Trailer is a road vehicle and must be treated  as other vehicles in regards to  

safety and maintenance. 

 

 

Regular Safety Checks 

 

 Before each use check all Trailer lights to ensure they are operating           
correctly.  

 Brakes must be checked regularly  and wear parts replaced if necessary. 

 Before each use, ensure all tyres are inflated to a suitable and even pressure 
and are not damaged or worn to an unsafe tread level.  

 Ensure even tyre pressures are maintained at a minimum 310 KPA (45 PSI) 
for laden trailer operation. 

 Always ensure all four wheels are of matching size and load ratings of - 8pr
(SW2000 - SW2400) & 10pr - (SW3500 & SW4050) or greater, are used at all 
times. 

 Regularly check trailer for any bolts, fasteners or tie-down points which may 
have worked loose or are damaged or missing.   

 Ensure wheel nuts are tightened to a torque of 152Nm (112ftIb). 

 Check Trailer periodically for any signs of damage or cracking which could 
deem the trailer unsafe in use. 
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Connecting the Trailer 

 

 Before towing the Trailer, thoroughly check the towing vehicle specifications 
to ensure that it is suitable for towing the laden trailer. Towing vehicle must 
have adequate, engine, transmission, suspension and braking capacity for 
towing the laden trailer.  

 The towing vehicle must have correctly installed electrical wiring to connect 
with the electrical wiring of the Trailer. Have a qualified auto electrician fit 
wiring to the towing vehicle so that all appropriate lighting and warning sig-
nals are transferred correctly to the Trailer. Sureweld electric braking systems 
are only compatible with 12 volt vehicles. 

 The towing vehicle must have a correctly installed tow bar with sufficient 
capacity to which the Trailer can be correctly coupled. Have a qualified tow 
bar installer fit a tow bar to the towing vehicle which will allow the Trailer to 
be correctly fitted to and towed by the towing vehicle. Ensure that the tow 
ball size matches the coupling size on the trailer.  

 The tow ball height of the carrying vehicle must be such that when the laden 
Trailer is correctly fitted, the trailer is level. This ensures even loading of the 
axles and tyres, as well as preventing unnecessary stresses on the Trailer 
Frame. 

 The Trailer must be fitted to and towed by the towing vehicle in full accord-
ance with instructions for towing prescribed in the owner’s manual for the 
towing vehicle. Thoroughly read and understand the instructions for towing 
contained in the owners manual of the towing vehicle. 

 The safety chain/s on the Trailer must be correctly connected to the towing 
vehicle with a shackle/s equal in capacity to the safety chain. 

 The Aggregate Trailer Mass (ATM) of the Trailer must not exceed the towing 
capacity of the vehicle or any applicable member of the towing vehicle. 

 Always know the total ATM of the Trailer before towing. If necessary, have 
the laden Trailer weighed on an accredited weigh bridge before significant 
towing takes place. 
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Loading The Trailer 

 Before loading, unloading or re-positioning the load on the Trailer, always 
ensure the Trailer is correctly coupled to the towing vehicle . Always ensure 
that both Loading Ramps have their free end resting on firm and level 
ground, and that the support stays on the Loading Ramps are above firm and 
level ground, while loading, unloading Trailer. 

 Load, unload or re-position load on firm level ground at a safe distance from 
personnel, road traffic and other property. 

 Always use the Ramps fitted to the Trailer for loading and unloading.  

 When loading earthmoving equipment on the Trailer, ensure that the bucket 
or other attachment fitted to the machine and any scraper blade, stabilizer or   
similar attachment are raised and do not contact any part of the Trailer whilst 
the machine is being moved. 

 Once a machine or piece of equipment is positioned on the Trailer, carefully 
lower any bucket or other attachment and/or scraper blade onto the resting 
points designed for these parts. Do not rest any attachments or stabilizers on 
parts of the deck or drawbar which are not resting points. 

 Before moving a loaded Trailer, ensure that the load is firmly secured to the 
Trailer using straps or chains which are adequate for the purpose and are    
anchored to the fixing points on the Trailer. The load must be secured in such 
a way that the load cannot move during transport.  

 All machinery loaded on the Trailer must be switched off and disabled during 
towing. Ensure there are no loose objects which could fall from Trailer whilst 
travelling. 
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Maintenance of Trailer 

 

 Ensure ‘mechanical brake couplings’ are greased at regular intervals with a 
suitable grease. Lack of lubrication will prevent correct brake operation. 

 Inspect brake cable condition to ensure safe and correct operation. Do NOT 
operate if cable is frayed or damaged.  Replace cable if necessary. 

 Ensure wheel bearings and brake components are checked after the first 500 
kilometers for correct adjustment and operation. 

 Always perform periodic maintenance at 20,000 kilometer intervals with 
normal operation & 5000 kilometers in severe conditions.                              
(i.e. Extended use on unsealed roads.) 

Towing of Trailer 

 

 Ensure that both Loading Ramps are in the upright position and securely 
braced before towing the Trailer. Bracing must be such that Ramps  cannot 
move from the upright position whilst the Trailer is being towed. 

 Trailer must be coupled to the towing vehicle in accordance with the        
previous section “Connecting the Trailer” during towing. 

 Load must be secured to the Trailer in full accordance with the previous    
section “Loading the Trailer” during towing. 

 Certain speed limits for towing trailers apply according to state laws. Find 
out the speed restrictions appropriate to the conditions in which that Trailer 
will be towed and abide by such laws. 

 Tow in full accordance with the instructions for towing found in the Owner’s 
Manual of the towing vehicle. 
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NOTICE TO THE DEALER 

PRE –DELIVERY INSTRUCTIONS 

HAND BRAKE CABLE ADJUSTMENT PRIOR TO DISPATCH ON SUREWELD TRAILERS  

 
ELECTRIC BRAKE SYSTEMS 

 
PLEASE FOLLOW THROUGH THE 4 STEPS BELOW 

1. Block trailer wheels front and back to prevent rolling.  Load and correctly 
position the machine on the trailer before adjusting/checking brakes. Refer 
to “Loading Trailer” section in this booklet .   

2. With the park brake lever in its relaxed position, ensure that there is        
sufficient cable slack (but not too excessive) between the coupling lever and 
the hand-braked wheels.  

3. To adjust cable tension, undo the 2 locking nuts at the brake cable adjuster.  
Adjust cable to ensure hand brake lever does not reach maximum travel 
before sufficiently applying brake force to the connected wheels. 

4. Ensure the lock nuts are retightened on the brake cable adjuster when    
completing adjustments. 

 
 

MECHANICAL OVER - RIDE BRAKE SYSTEMS 
 

PLEASE FOLLOW THROUGH THE 2 STEPS BELOW 
1. Block trailer wheels front and back to prevent rolling.  Load and correctly 

position the machine on the trailer before adjusting/checking brakes. Refer 
to “Loading Trailer” section in this booklet .   

2. Using the brake cable adjuster, set the cable tension so that while the trailer 
is stationary: 

 - there is no activation of the calliper lever at the brakes 
 - there is no excess slack in the cable  
 - there is a 1-2mm gap between the back of the coupling shaft and 
    the brake lever. (see figure 1 over page) 
 - ensure the lock nuts are tightened on the brake cable adjuster when         
    completing adjustments. 
 
 

WARNING  Failure to attend to the above may result in the brakes either not   
activating effectively, or being continually engaged whilst being towed with the 

trailer laden, causing damage to brake components and bearings from overheating, 
and thus making the trailer unsafe to tow. 
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Figure 1 

 

 

Showing the 1-2mm gap 

at rear of coupling shaft 

Blade Stop Fit Up - Optional Extra 

M12 Conelock Nut 

Machine Blade 

HT Washer 

M12 Bolt 
Drill 16mm Hole 

Packing List: 

1 Blade Stop 

2 M12x40 Bolt 

2 HT M12 Washer 

2 M12 Conelock Nut 

 

MOUNTING: 

a/ Load the relevant machine on to the trailer & position so 
the load is correctly distributed. 

b/ Position the blade stop up against the blade as shown, then 
mark & drill a 12mm hole either side in the members to take 
the mounting bolts off the blade stop. 

c/ Fit the bolts as shown & tighten. 
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PRODUCT RISK ASSESSMENT – TRAILER 
THE CUSTOMER MUST READ AND UNDERSTAND THIS RISK ASSESMENT THEN COMPLETE 

AND SIGN THE DECLARATION ON THE LAST PAGE OF THIS RISK ASSESMENT. A COPY OF THE 
SIGNED DECLARATION MUST BE KEPT BY THE DEALER. 

Description of risks associated with the use of  

Plant Trailers. 

1. Misuse of Plant Trailer or use not in accord with safety instructions may lead to 
damage to property, injury to personnel or even death. 

 Please read and understand the following Product Risk Assessment in       
conjunction with Surewelds “Safety Instructions for Plant Trailers” before 
using the Plant Trailer. 

2. Damaged, altered or modified Trailers can fail. Never cut, weld or drill any part 
of the Trailer without first consulting the manufacturer and receiving their ap-
proval. 

3. It is illegal to tow an overloaded Plant Trailer, i.e. above the rated Aggregate 
Trailer Mass (ATM). An overloaded Trailer may become damaged in use and be-
come unsafe to tow. 

 Ensure the ATM of the Trailer does not exceed that which was stated on the 
VIN plate and any other instructive labeling on the Trailer at time of          
purchase. 

4. If the Trailer is not coupled correctly to the towing vehicle, the Trailer could 
become detached from the towing vehicle. 

 Always ensure that the Trailer is correctly coupled to the towing vehicle, in 
full accordance with the relevant instructions supplied with the towing    
vehicle and the Trailer. 
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5. If the load is not positioned correctly on the Trailer, the trailer could exert    
damaging forces on the towing vehicle. 

 Ensure that the Trailer is loaded in such a way that it remains level. 

 Ensure that the machine bucket (or other attachment) is positioned correctly 
on the bucket-rest and any scraper blade is resting on the blade rest. 

 Ensure that the load is central on the Trailer deck. 

 

6. If the load is not secured correctly to the Trailer the load may move during 
transport and could fall from the Trailer. 

 Ensure that the load is firmly secured to the Trailer so that it cannot fall from 
the Trailer while being towed. Use the tie down points provided. 

 Do not leave attachments or other loose objects unsecured on the Trailer   
during towing. 

 

7. If the Trailer is not securely coupled to the towing vehicle while loading, the 
Trailer is likely to over-balance. 

 Always ensure that the trailer is securely coupled to the towing vehicle whilst 
loading and unloading. 

 

8. If the Trailer wiring is incorrectly installed and/or incorrectly connected to the 
towing vehicle, a hazard may be posed to the towing vehicle and its operator and 
other members of the public and their property. 

 Before towing the Trailer, ensure that all Trailer lights are operating          
correctly in conjunction with those of the towing vehicle. 

 Ensure that all reflectors are in position and operating as supplied by Trailer 
manufacturer. 

 

9. If the braking system of the Trailer is inadequate or not functioning correctly, 
the Trailer may lose control while being towed. 

 Ensure that the Trailer brakes are in full working order at all times and that 
the Trailer brakes are serviced and maintained regularly by qualified persons. 
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10. If the Trailer is towed at excessive speeds, the Trailer may lose control during 
towing and/or damage the towing vehicle and Trailer. 

 It is not recommended that the loaded Trailer be towed at a speed greater 
than 80km/h. 

 Do not tow the Trailer at a speed greater than the maximum legal speed set 
out by laws governing the particular region in which the towing is taking 
place. 

 

11. The extended use of the Trailer off-road or on rough and/or unmade roads may 
damage the Trailer and its load or reduce the useful life of the Trailer. 

 Do not tow the Trailer off-road or on poor road surfaces for extended      peri-
ods of time or at elevated speeds. 

 

12. The use of a damaged Trailer may cause further damage to the Trailer or to 
property or personnel. 

 Always check the Trailer before each use for signs of corrosion, cracking, un-
due wear or loose components and rectify such problems before use. 

 

13. Tyres that are worn to an unsafe level or incorrectly inflated may cause the 
Trailer to lose control. 

 Always ensure that all tyres have a greater than minimum tread level as indi-
cated on tyres and replace if necessary. 

 Always ensure all tyres are inflated to a suitable and even pressure. 

 

14. Certain driving and road conditions may cause the towing vehicle and trailer  to 
lose control. 

 Always tow the Trailer in a safe and legal manner and in accordance to the 
current road conditions. 

 

THE CUSTOMER MUST READ AND UNDERSTAND THIS RISK ASSESMENT THEN 
COMPLETE AND SIGN THE DECLARATION ON THE FOLLOWING PAGE. A COPY OF 
THE SIGNED DECLARATION MUST BE KEPT BY THE DEALER. 
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CUSTOMER DECLARATION 

 
I have fully read and understood the “Product Risk Assessment- Trailer” and agree 
to follow the safety instructions given. 

I accept that neither the manufacturer nor the selling agent of this product are liable 
for any damage to property or injury to persons incurred as a result of not following 
the safety instructions described here-in. 

 

DATE: ____/___/_________ 

 

NAME OF PURCHASER:  

 

_____________________________________________________________ 

 

SIGNATURE OF PURCHASER:  

 

______________________________________________________ 

 

CONTACT DETAILS OF PURCHASER:  

_____________________________________________________________________ 

_____________________________________________________________________ 

_____________________________________________________________________ 

_____________________________________________________________________ 


